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FRlCTlON AND WEAR PROPERTIES OF THREE HARD REFRACTORY 


COATINGS APPLIED BY RADIOFREQUENCY SPUTTERING 


by W i l l i a m  A. B r a i n a r d  


Lewis R e s e a r c h  Center 


The adherence, friction, and wear of three hard refractory compounds were investi­
gated. These compounds were chromium carbide (Cr3C2), molybdenum silicide (MoSi2), 
and titanium carbide (Tic). The compounds were applied to 440C bearing steel sub­
strates  by radiofrequency sputtering. Adherence tests were made to  determine the influ­
ence of substrate cleaning and biasing. Biasing the substrate during deposition with 
-500 direct-current volts produced enhanced coating adherence, which resulted in lower 
friction and wear. Analysis of the sputtered films by X-ray photoelectron spectroscopy 
showed a higher amount of impurities in coatings that were not bias deposited. For 
MoSiZ, the oxygen content of a bias coated sample was one-fifth that of nonbiased 
samples. 

Full-scale friction and wear  tests with nonconforming pin on disk configuration were 
conducted with bias deposited coatings of all three materials. The Cr3C2 coatings did 
not provide any reduction in friction o r  wear at the loads used. Molybdenum silicide 
coatings provided some reduction in both friction and wear. The Tic coating showed ex­
cellent friction and wear properties at loads below where coating failure occurred. 

Additional friction and wear tes ts  and X-ray analysis indicated that low friction and 
wear a r e  associated with transfer of the coating material and the subsequent plastic flow 
of that material on the pin specimen. 

INTRODUCTION 

The use of hard coatings fo r  improving wear resistance is commonly practiced. 
Coating of seals, cams, and valve heads a r e  typical examples. Hardened surfaces a re  
routinely prepared by conventional techniques such as carburizing or nitriding. Hard-
faced coatings a r e  applied by electroplating, a r c  welding, or plasma spraying (ref. 1). 
These methods of application are quite suitable for some applications but not for all. 



The high temperatures required for furnace or plasma spraying methods preclude their 
use on some component or alloy systems. In addition, mechanical s t resses  can be in­
duced in components due to thermal gradients introduced during the coating operation. 
Further, design considerations may require expensive grinding to finished dimensions 
depending on the precision of the part. 

Coatings applied by vacuum deposition methods a r e  generally thin enough (<lo pm) 
s o  that for all practical purposes the finished dimensions a r e  unchanged by the coating 
process. In addition, the surface being coated is not subjected to  the high temperatures 
required by other methods. Adherent, dense coatings of both metals and nonmetals can 
be applied by the vacuum deposition methods. In particular, refractory metal carbides, 
oxides, silicides, nitrides, and borides can be deposited by radiofrequency (rf) sputter­
ing. These materials, as a class, constitute the hardest materials after diamond. 
(The hardness ranges from 1000 to 3000 kg/mm (ref. 2).) Little work has been done2 


on evaluating these materials a s  antiwear coatings when applied by rf sputtering. Some 
preliminary work (ref. 3) did indicate that pronounced improvement in ball-bearing life 
was  obtained when bearing races and cages were precoated with a refractory silicide 
before being lubricated with molybdenum disulfide. 

The objective of this investigation was to examine the adherence, friction, and wear  
properties of some refractory compounds applied by radiofrequency sputtering to a steel  
substrate. The materials chosen for this examination a s  thin sputtered coatings were 
chromium carbide (Cr3C2), molybdenum silicide (MoSiz), and titanium carbide (Tic). 
These materials were evaluated as thin coatings on substrates of 440C bearing steel. 
A diamond stylus was used as the slider to determine adherence of the coatings. For 
friction and wear testing, metallic r iders  of 304 stainless steel  were used. 

APPARATUS AND PROCEDURE 

Radiofrequency Sputtering Apparatus 

The 440C disk specimens were coated by radiofrequency sputtering in a commercial 
diode system (fig. 1). The system included a modification that permitted a bias voltage 
(-500 to -1500 V de) t o  be applied to the disk to provide for sputter cleaning with argon 
and for back-sputtering during deposition. The targets were commercially purchased 
hot pressed compacts, which were 15 centimeters in diameter. The sputtering param­
eters were  kept constant: frequency, 13.8 megahertz; argon pressure, between 2.6 and 
3.9 pascals (20 t o  30 pm); and a power level, 450 watts. Specimen-to-target distance 
was normally 2.2 centimeters. Film thickness was  determined by interference micro­
scopy. 
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Friction and Wear Testing 

Two devices were used to examine the adherence and friction and wear properties 
of these sputtered films. 

In one device (fig. 2) a small  friction and wear tester is incorporated into the spec­
imen stage of a scanning electron microscope (SEM). The test  specimens consisted of 
a 2.0-centimeter-diameter stainless-steel disk and a 25-micrometer-radius diamond 
stylus.  The disk is mounted on an adapter to the rotary specimen feedthrough. The 
diamond stylus, which contacts the disk normally, is mounted in the end of an a rm which 
projects into the chamber via a bellows from a gimbal system outside the chamber. The 
gimbal is controlled by a micrometer, which allows for precise positioning of the 
stylus on the disk. The arm contains two thinned flexible regions on which strain gages 
a re  mounted. The thinner regions a r e  at 90' apart, so  one gage reads the normal force 
(load), and the other reads tangential force (friction). Load w a s  varied by a microme­
t e r  adjustment on the gimbal which causes the a rm to press  downward onto the disk. 
The applied load can be varied from 0.0098 to 1.96 newtons (1to 200 g force). In this 
investigation loads of 0.098 to 0.882 newton (10 to 90 g) were used. The outputs from 
the two strain gages were amplified electronically and fed into an analog divider circuit, 
which w a s  calibrated to give a direct digital display of the friction coefficient as well as 
a permanent record of it. All tes ts  in the SEM chamber were conducted in a d r y  flow­
ing nitrogen atmosphere rather than under vacuum, so conditions would be the same as 
for the full-scale components. Following the running of each of the specimens, the 
chamber w a s  evacuated, and the wear tracks examined by scanning electron microscopy 
and X-ray dispersion analyzed. The specimens were then removed from the chamber 
and surface profiles of the wear tracks were taken. Friction coefficient, disk wear, 
and wear track appearance were noted for all tests. 

The other device tested the films on large (6.4-cm diam) disk specimens in a pin 
on disk rig (fig. 3). The disk w a s  hardened 440C stainless steel (Rc = 55 to 58), and 
the rider w a s  an AIS1 304 stainless steel  bullet with a radius of 0.476 centimeter. The 
loads used were 0.49, 0.98, 1.96, and 4.9 newtons (50, 100, 200, and 500 g). The 
sliding speed was  approximately 25 centimeters per second. The tes ts  were for 60 min­
utes. 

It is recognized that the pin on disk configuration provides extremely high contact 
s t resses  in contrast to the conforming type 9f contact. Because of the uncertainties 
with regard to modulus values for coated substrates, no attempts to calculate Hertzian 
s t resses  were made for  the coated sample. Any coating that performs well under ex­
t remes such as exist in these test  conditions would be expected to perform well or  
better under less  severe conditions. Thus in this regard, the pin on disk test  can be 
regarded as an upper-limit screening tes t  for these coatings. 
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RESULTS AND DISCUSSION 

Coating Adherence 

In order for any coating to  provide wear resistance, it must adhere to the surface 
to  be protected from wear. Adherence is difficult to evaluate quantitatively, but several  
qualitative tests a r e  used. The scratch test  consists of drawing a stylus (diamond) 
across  the coating at  increasing loads until significant separation of the coating from 
the substrate occurs. This method has appeal for studying wear-resistant coatings 
because the test  parallels a sliding friction experiment. The s t resses  a re  similar to 
those generated on an actual sliding surface. The scratch test w a s  used to evaluate 
the adherence of sputtered coatings that were deposited under different conditions. 

There a r e  several sputtering parameters as well as substrate conditions that wi l l  
affect coating adhesion. The f i r s t  priority in studying thin, wear resistant coatings 
w a s  to determine the sputtering conditions that would yield the best adherence. It is 
known from the literature (ref. 4) that sputter etching of the substrate wi l l  enhance 
adherence. Also, biasing the substrate with a negative potential during deposition is 
known to exert an influence of film properties. For example, biasing has been shown 
to affect the structure, electrical resistivity, impurity content, and stoichiometry of 
sputtered films (refs. 5 and 6). Both of these methods were used in order to determine 
their effectiveness. All other sputtering parameters were maintained at the previously 
discussed levels. 

All coating materials were deposited both with sputter etching and biasing and also 
without biasing or etching. The same general results were obtained for all three ma­
terials.  Figure 4 presents scanning electron micrographs of Cr3C2 coated specimens 
(440C stainless steel) after being scratched by the diamond stylus, which were typical 
of all three materials. One track w a s  made on a film deposited with the specimen 
cleaned conventionally with solvents (fig. 4(a)). The other substrate was  also solvent 
cleaned but was  further prepared by de sputter etching for 15 minutes in 2.6 pascals 
(20-pm of argon) at -1200 volts before the s tar t  of film deposition (fig. 4(b)). Both 
films a re  of approximately the same thickness. 

At the 0.49-newton (50-g) load used, both films suffered appreciable fracturing and 
fragmentation. Although there appeared to be slightly less  tendency for the fractured 
particles to separate from the surface for the etched case, the results a r e  generally 
similar. 

When a bias voltage of -500 volts was  applied to the substrate during deposition, in 
addition to sputter etching, a marked improvement in film adherence was  achieved 
(fig. 5). Wear tracks formed at 0.49 newton (50 g), the same load that was  used for the 
other two cases, and at 0.882 newton (90 g) (fig. 5(b)) showed no evidence of coating 
fracture or fragmentation. X-ray analysis of the wear tracks indicates the track was  
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sti l l  coated, with Cr3C2 apparently having flowed plastical-j with the substrate during 
sliding contact. Similar improvements in adherence were obtained with all three ma­
terials tested. There a r e  two possible nonexclusive explanations for the improvements 
obtained with biased films. First, back-sputtering (i. e. , low-rate dc sputtering of the 
growing coating induced by the bias voltage) of the substrate during the initial stages of 
coating growth provides a "mixed" coating interface consisting of substrate material 
redepositing on itself along with target material. The second factor is impurity control. 
Even though high purity argon is used, outgassing products and pumping system con­
taminations can infiltrate the deposition process. The bias voltage on the substrate 
causes a continued, low-rate back-sputtering of the newly growing coating which serves 
to minimize impurities in the coating. 

Preliminary data for the molybdenum silicide indicate that impurity concentration 
is higher in coatings that were deposited on nonbiased (grounded) substrates (ref. 7).  
Studies of M0Si2 sputtered coatings conducted with X- ray  photoelectron spectroscopy 
(XPS) showed a high concentration of oxygen in the grounded coating. The concentration 
of oxygen in the grounded coating w a s  five times greater than in the biased coating. 
Chemical shift data indicates that the oxygen is chemically combined with silicon as an 
oxide. The biased coating also show the presence of iron. This may be supportive of 
the "mixing" explanation. Further work on the chemistry of the interface and degree 
of stoichiometry of these films is continuing. It is expected that similar effects would 
be observed with Cr3C2 and TIC. 

Friction Results 

The effectiveness of biasing in  reducing friction and wear for large-scale pin on 
disk tests is demonstrated by the photomicrographs in  figure 6. The disk was coated 
with titanium carbide. Both tracks were formed under identical conditions with the ex­
ception that one T ic  film was bias depositied. The difference in wear is clear. In addi­
tion, the friction coefficient averaged 0.33 for the grounded coating and 0.28 for  the 
biased coating, a 15 percent reduction. The effect of biasing the substrate could also 
be observed in the friction behavior. Figure 7 shows recorder tracings of friction 
coefficients for  the diamond stylus sliding on two MoSi2 fi lms at a load of 0.19 newton 
(20 g). The grounded coatings exhibited a rough track characterizing a fracturing of the 
interface while the baised coatings exhibited a smooth constant friction coefficient, which 
is characteristic of plastic flow. Slight improvements in  average friction coefficient 
were obtained for all three target materials. Thus, all subsequent friction and wear 
tests were done on coatings applied by sputter etching and biasing. 

t 
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The 440C stainless steel  surfaces were tested for microhardness before and after a? 

deposition. For the fully hardened 440C stainless-steel disks, the diamond pyramid {@j 



microhardness at a 1.47-newton (150-g) load w a s  approximately 600*20 kilograms per 
square millimeter. After coating the disk to a thickness of 2500 to 3000 A ,  micro-
hardness did not increase for  any of the three materials. In fact, a general trend was 
for  the microhardness to be a few points lower after desposition (-560 kg/mm 2 ). This 
effect was determined to be the result of surface annealing during sputter etching. An 
uncoated disk decreased slightly i n  microhardness if subjected to sputter -etching condi­
tions used during actual coating procedures. Increasing the coating thickness to 8000 A 
did not yield noticeable increases in microhardness. Thicker films, even bias de­
posited coatings, showed a much greater tendency toward fracture as a result of buildup 
of internal s t r e s s  during coating growth. 

Corresponding to the lack of surface hardening w a s  a lack of improvement in abra­
sion resistance. Figure 8 shows the surface profiles of the scratch tests conducted on 
both uncoated and Cr3C2-coated annealed 440C at several loads. The scratch grooves 
are nearly identical even at the lightest loads used. The average friction values a r e  
shown above the respective load grooves in the figure. Similar results were obtained 
with the fully hardened 440C samples. The surface profiles for Cr3C2 coated samples 
a r e  typical of those obtained for all three target materials. None provided significant 
reduction in surface abrasive damage on either annealed or hardened 440C stainless 
steel. 

It must be recognized that the scratch test  is especially severe, both in regard to  
stress and also with regard to the mechanical properties of the stylus. Regardless of 
the coating material, the diamond stylus is still at least twice as hard as the coating 
material. Therefore, the utility of the coating as a wear resistant coating may be con­
siderably different in a metal-metal system where the s t resses  a r e  much lower and a 
softer metallic r ider  is used. 

Friction and Wear Results - Full Scale 

To determine the behavior of these coatings for  metal-metal systems, a ser ies  of 
runs was  made with the full size pin on disk configurations at loads of 0.49, 0.98, 1.96, 
and 4.9 newtons (50, 100, 200, and 500 g) for 60 minutes. Friction and r ider  and disk 
wear were noted. All coatings used were bias deposited onto sputter-etched disks to 
approximately 3000 A. The friction and rider wear results a r e  summarized in figure 9. 
Also shown for comparison are data for the uncoated samples. It is clear that Cr3C2 
coatings a r e  of little value. Higher friction and no reduction in rider or  disk w e a r  were 
obtained with that coating. Films of MoSi2, however, provided reduced friction and 
r ider  wear but produced marked disk wear (fig. 10). 

Coatings of titanium carbide (Tic) provided excellent wear protection and low fr ic­
tion at loads up to 1.96 newtons (200 g). Both friction and r ider  wear are only about 
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one third the uncoated values. In addition, disk wear w a s  unmeasurably small. The 
friction force w a s  very smooth the entire run fo r  the 0.49- and 0.98-newton (50- and 
100-g) load experiments. At 1.96 newtons (200 g) the friction force began to roughen, 
and the average increased as some coating failure w a s  experienced, although both rider 
and disk wear were lower than for the uncoated case. 

At the 4.9-newton (500-g) load almost total coating failure occurred, resulting in 
catastrophic disk wear (fig. 11). Also shown in this figure a r e  t races  for the uncoated 
disk and the MoSi2 coated disk. Note that the vertical magnification for the T i c  track 
is only one fifth that of the other profiles. During coating failure, small  fragments of 
the coating break off the disk and are picked up by the rider. These fragments abra­
sively wear the disk. The microhardness of TiC is 3200 kilograms per square milli­
meter (ref. 8); the microhardnesses of MoSi2 and Cr3C2, range between 1200 and 1350 
kilograms per  square millimeter. The rather severe disk wear for T i c  at the 4.9­
newton (500-g) load is likely due to the very hard nature of the fragmented coating par­
ticles. A photomirograph (fig. 12) shows a typcial collection of coating fragments 
surrounding the rider wear scar .  Both large and small  fragments a r e  present. With 
continued sliding, these particles continue to break up, and some become squeezed in 
the contact region. These then may act as abrasive cutting edges o r  may undergo plas­
tic deformation and form polished films or  layers. The formation of polished layers 
w a s  confirmed by X-ray analysis of the rider scar .  Such a polishing process has been 
observed with a tungsten carbide cermet (ref. 10): The polished layer promoted both 
lower wear and friction. In that investigation dynamic SEM studies showed that the 
tungsten carbide phase exhibited extensive plastic behavior even exhibiting ductile frac­
ture along slip boundaries. 

What appears to happen with T i c  at the lighter loads is that some coating mate­
r ia l  adheres io the rider and is subjected to plastic flow, forming a dense T i c  transfer 
film (fig. 13). The wear situation becomes T i c  sliding on Tic,  which results in low 
wear for both rider and disk. At higher loads, sufficient coating separation from the 
substrate occurs, exposing bare  440C to the T i c  fragments and transfer films. This 
leads to accelerated wear of the 440C disk at loads of 1.96 newtons (200 g) and more. 
The Cr3C2 and MoSi2 did not exhibit transfer into the AIS1 304 rider.  

Since this ability to form a transfer f i l m  on the rider may be beneficial to lower 
friction and wear, different r ider materials were run against coatings of Cr3C2 and 
MoSi2 to see  if transfer films would form. Tungsten, tantalum, aluminum, and copper 
r iders  were run at 0.98-newton (100-g) loads against disks that were bias coated with 
3000 thick coatings of Cr3C2 and MoSi2. 

After testing, the r iders  were examined by SEM and X-ray analysis to determine 
the extent of transfer-film formation, if  any. It w a s  found that the tungsten and tantalum 
behavior were similar to that of the 304 rider. KO dense transfer film w a s  obtained for 
either Cr3C2 or MoSi2. Rather, a loose agglomeration of transferred particles forming 
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a pockmarked surface w a s  observed (fig. 14). An aluminum rider (fig. 14(a)) showed 
some formation of a dense f i lm;  however, the wear of the aluminum may have been too 
great for the process to have reached equilibrium. Copper riders, in contrast, ex­
hibited a smooth dense transfer film after running both on Cr3C2 and MoSi2 films. The 
X-ray analysis showed the t ransfer  to be coating material flowed with copper. Some 
iron, from the 440C disk, was also observed. A typical copper r ider  wear surface is 
shown in figure 14(c). Copper r iders  showed the lowest friction of all r ider  materials 
(0.42) for both Cr3C2 and MoSi2 coatings. The low shear strength copper provided a 
means of forming the polished transfer film much the way the cobalt binder in tungsten 
carbide cermets w a s  found to do (ref. 9). Such results indicate the importance of ma­
terials selection when using hard coatings in a wearing situation. 

SUMMARY O F  RESULTS 

Tests on the adherence, friction, and wear properties of thin, hard refractory 
compound coatings applied to  440C bearing steel  by radiofrequency spattering yielded 
the following results: 

1. Biasing the 440C bearing steel  substrate with -500 volts during sputter deposi­
tion produced coatings significantly better adherence than those obtained with the sub­
strate at ground potential. The improved adherence resulted in smoother and lower 
friction and lower wear. 

2. 	X-ray photoelectron spectroscopy studies of films deposited by biasing indicate 
The oxygen concentration in bias de­a significantly lower concentration of impurity. 

posited molybdenum disulfide coatings w a s  20 per cent of that of nonbiased coatings. 
3. For the materials examined, films up to 8000 thick did not produce significant 

increases in diamond pyramid microhardness (150 g) or in abrasion resistance to a 
diamond stylus, although significant reduction in friction and wear w a s  obtained for 
metal-metal combinations. 

4. 	 For the metal-metal combination of 304 stainless steel  on 440C, both molybdenum 
Chromium carbide was  not ef­disulfide and titanium carbide reduced friction and wear. 

fective in reducing wear or friction. 
5. Plasticity and transfer of the coating material appear to be significant factors 

for achieving low friction and wear properties of hard refractory coatings. 

Lewis Research Center, 
National Aeronautics and Space Administration, 

Cleveland, Ohio, February 4, 1977, 
506-16. 
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Radiofrequency 
(rf) generator 

Impedance Argon  i n l e t  

electrode 

TO pumps 

Figure 1. - Schematic of radiofrequency sputter ing apparatus. 

CD-11642-15 

Figure 2. - Detailed drawing of f r i c t i on  apparatus mounted o n  scanning 
electron microscope. 
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Speed
pickup 

Figure 3. - Pin on disk friction,and wear tester. 



(a) No etching or biasing. 

(b) Sputter etched. 

Figure 4. - Friction tracks generated on chromium carbide sputter-coated 440C stainless 
steel. Diamond stylus radius, 25 micrometers; load, 0.49 newton (50 9)­
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(a) Load, 0.49 newton (50 g). 

(b) Load, 0.88 newton (90 g)* 

Figure 5. Friction tracks generated on chromium carbide coated, sputter-etched
and biased (-500 V) 440Cstainless steel, 
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(a) Ground 

(b) Eiased (-500 V) 

Figure 6. - Wear tracks for titanium carbide sputter-coated 440C stainless steel disk. 
Rider material, AIS1 304 stainless steel; load, 0.49 newton (50 g); atmosphere,
nitrogen. 
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.2 

0 - k 

(a) Grounded. 

(b) Biased (-500V). 

Figure 7. - Fr ict ion coefficient for  molybdenum sil icide sputter-coated 440C 
stainless-steel disk. Diamond stylus radius, 25 micrometers; sty lus load, 
0. M newton (209); atmosphere, nitrogen. 

Load, N (g): 
0.098 (10) .19(20) .29 (30) 

Load. N (q): l a )  Uncoated. 

10 p m  
Ib) Cr3C2 coated. 

Figure 8. - Surface profi les f r o m  scratch test of uncoated and coated, annealed 440C stainless-
steel disk. Diamond sty lus radius, 25 micrometers; 44OC microhardness, 260 kilograms per square 
mill imeter. 

4T440 stainless 
steel disk ­-

0 Uncoated 

0 MoSi2coated 0 
A TIC coated 

I 1 I I I I J 
0 .98 1.96 294 3.92 4.9 0 .98 1.96 2.94 3.92 4.9 

Load, nTS 

Figure 9. - Fr ict ion coefficient and  r i de r  wear as func t i ons  of load. Rider material, A IS1  304 stainless steel; atmosphere, 
nitrogen; test duration, 60 minutes; s l id ing speed, 25 centimeters per second. 
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Uncoated. Molybdenum silicide. Chromium carbide coated. Ti tanium carbide coated. 

Figure 10. - Surface wear profi les for 440C disks w i th  var ious coatings. Load, 0.49 newton (50 g) atmos 
phere, nitrogen. 

1 

Uncoated. Molybdenum sil icide coated. Ti tanium carbide coated. 

Figure 11. - Surface prof i le of coated 44OC stainless-steel disk wear track. Load, 4.9 newtons (500 g) w i th  
t i t a n i u m  carbide fi lm. Atmosphere, nitrogen; r ider material, A I S 1  304 stainless steel. 

Figure 12. - Molybdenum silicide wear debris adhering to rider after running. 
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Figure 13. - Phoromicrograph of 304 stainless steel rider after running against titanium 
carbide coated 440C disks. Load, 0.98 newton (100 g)­

(a) Aluminum rider on chromium carbide coated disk. 
I 

Figure 14. - Photomicrographs of riders after running on coated 440C stainless steel 
disks. Load, 0.98 newton (100 g). 
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(b) Tungsten rider run on molybdenum si l ic ide coated disk. 

(c) Copper rider on chromium carbide coated disk, 

Figure 14. Concluded. 

NASA-Langley, 1977 E-9055 
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